GMIC Valves

STRAINER

CARBON STEEL | PN-40 (Y Type)

DESIGN & COMPLIANCES
EN 13789, BS 5152, BS 7350, EN 558-1(1), DIN 3352

END CONNECTION
BS EN 1092-2, BS 4504, DIN 2501

TESTING STANDARD
6755, EN 12266-1

APPLICATIONS
Water Supply, Oil, Gas, Steam, Raw Water, Waste Water

Sr. No COMPONENTS SPECIFICATIONS
1 Body Cast Steel ASTM-A216 WCB
2 Cover Cast Steel ASTM-A216 WCB
3 Perforated Mesh SS 304 | SS 316
4 Gasket Non Asbestos
Painting Epoxy | Corrosion Resistant | Polyurethane

Special Configurations (Subject to manufacturer’s approval)

o Gasket Spiral Wound, Wire Woven
« Ball Valve on Top Plate

DIMENSIONS (MM)

Sizes 40 | 50 | 65 | 80 | 100 | 125 | 150 | 200 | 250 | 300 | 350 | 400 | 450 | 500 | 600
Face to Face (L) 200 | 230 | 290 | 310 | 350 | 400 | 480 | 600 | 730 | 850 | 980 [11001| 200 | 12501450
oD (D) 150 | 165 | 185 | 200 | 235 | 270 | 300 | 375 | 450 | 515 | 580 | 660 | 685 | 755 | 890
Height (H) 180 | 190 | 220 | 235 | 240 | 275 | 310 | 370 | 450 | 490 | 740 | 750 | 800 | 930 |1050

Tel: +92-323-4903393, 303-4457985, 333-5723120
Email: info@gmcvalves.com, sales@gmcvalves.com 51
Website: www.gmcvalves.com
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